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TATE DIGITAL MIXERS
Tate digital mixers feature Swiss technology and German components 
which allows you to alter your water temperature & flow* comfortably at the 
touch of a button. The mixers allow constant water temperatures even when 
other taps in the house are used making for a safer shower, especially for 
children and the elderly.
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WATER PATH

ELECTRONICS

Input 2 x M10 x 1

Output 1/2”BSP

Flow Max 22L/min at 300kPa

Pressure range Min 150kPa - Max 500kPa

Difference of pressure Max. 100kPa/14.5psi

Maximum outlet temperature 45°C

Hot inlet temperature range 55°C - 85°C

Cold inlet temperature range 5°C - 25°C

Power supply 100V - 240V AC/50-60Hz

Power consumption Standby < 0.5W, Max. 18W

Fixed flow rate only, i.e. no flow adjustment function. If you would like 
to control the flow rate of this product, simply purchase the Tate Digital 
Shower Mixer and pair it with the Tate Wall Mounted Spout

Fixed flow rate only, i.e. no flow adjustment function. If you would like 
to control the flow rate of this product, simply purchase the Tate Digital 
Shower Mixer and pair it with the Tate Deck Mounted Spout

*DIGITAL FLOW CONTROL UNIT

*DIGITAL FLOW CONTROL UNIT

TATE SMARTFLOW DIGITAL SHOWER MIXER

TATE DIGITAL WALL MOUNTED MIXER

TATE DIGITAL DECK MOUNTED MIXER 
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Hot in

Cold in

Spout Outlet Cable length 
10m max.

Digital Mixer

Control Unit

Power supply 
must be within 
1m from the 
digital mixer

Control cable

Pipework in

Pipework out

Power supply

Control Unit

Hot in

Cold in

Digital Mixer

Spout Outlet

Cable length
10m max.

Power supply 
must be within 
1m from the 
digital mixer

Control cable

Pipework in

Pipework out

Power supply

Under Sink (Recommended) Under Basin (Recommended)

TATE DIGITAL DECK MOUNTED
SINK MIXER

TATE DIGITAL WALL MOUNTED 
BASIN/BATH MIXER

Control unit

Digital mixer

Cable length 
6m max.

Handset 
outlet

Cold inHot in

Access
panel

Pipework in

Control cable

Pipework out

Power supply

Note: The wheel 
can be fitted 
anywhere in the 
showering area.

Power 
supply must 
be within 1m 
from the 
digital mixer

A  Ceiling Mounted (Recommended) B  Wall Mounted

TATE SMARTFLOW DIGITAL SHOWER MIXER

Cable length 
6m max.

Handset 
outlet

Cold inHot in

Note: The wheel 
can be fitted 
anywhere in the 
showering area.

Note: The Digital Mixer 
must not be fitted 
upside down.

Control unit

Digital mixer

Pipework in

Control cable

Pipework out

Power supply

Power 
supply must 
be within 1m 
from the 
digital mixer

SCOPE OF APPLICATION
TATE DIGITAL MIXERS

The temperature control unit can be installed in the ceiling (recommended for the Tate 
Digital Shower Mixer) or inside the vanity/underneath the kitchen sink (Tate Digital Wall 
Mounted Basin / Bath Mixer or Tate Digital Deck Mounted Sink Mixer) – allowing easy 
access to the components for diagnostics and servicing.

Wire and Data Cable must be installed prior 
to the wall lining.
It is recommended that the data cable is 
installed in conduit for ease of maintenance. 

Important: The Digital Mixer must 
have an access panel and should 
not be sealed in the wall


